34" THEATERWIDE® HD MONITOR FST PURE® FLAT TV 



34HF84 




KEY FEATURES 





16:9 FST PURE® Flat Picture Tube 
with Invar Shadow Mask 
Dynamic Quadruple Focus 
CrystalScan HDSC™ (All time 
1080i) with User Selectable 540p 
Digital 3D Y/C Comb Filter (4MB, 
10 Bit) with Vertical Contour 
Correction 
CableClear™ DNR+ 
DFine™ High Speed Velocity 
Scan Modulation 
Wide Band Video Amp 




SRS® WOW 

20W Audio Wattage 

MTS Stereo/SAP with dbx® 



4-ltem Illuminated Universal 
Remote with DVD Control 
Dual ColorStream® HD High 
Resolution Component Video 
Inputs 
HDMI™ 



ADVANTAGE TOSHIBA 

>> CrystalScan HDSC™ upconverts all video signals (including 480i/p) to 1080iHD resulting in a significant reduction in 
jagged line artifacts creating the sharpest, most realistic picture possible from every source. For users who want to 
display a progressive scan image from a progressive scan source, selectable 540p is available via the on-screen menu. 

CableClear™ DNR optimizes signals from RF, Composite and S-Video connections by eliminating video noise and 
automatically adjusting sharpness. 

» SRS® WOW technology takes the performance of the television's existing speakers to a whole new level to offer the 
consumer superior sound quality with no additional speakers required. 

4-ltem Illuminated Universal Remote with DVD Control allows for easy operation in a dark living room or home theater 
environment. 



TOSHIBA 



34HF84 



TECHNOLOGY & BENEFITS 



SPECIFICATIONS 




VIDEO 

3D Y/C (4MB, 10-bit) Comb Filter with Vertical 
Contour Correction - eliminates most video noise 
normally seen in RF and composite video signals. 
This advanced filter analyzes sequential fields of 
information to eliminate dot crawl and color bleed. 
Additionally, the 3D Y/C (4MB, 10-bit) Comb Filter 
significantly reduces detail noise, seen as 
shimmering or flicker, in complex or intricately 
detailed scenes. 

>> Cinema Mode (3:2 Pulldown) - produces sharp 
accurate full-frame progressive images from any 
source. This circuitry identifies original film based 
content from DVDs. Then, instead of simply passing 
the signal through for processing, it reassembles the 
frame sequence to more accurately reproduce the 
original 24 frame film-based material. This eliminates 
the possibility of errors or artifacts that can be 
caused by simply doubling the signal. 

CableClear™ DNR - Designed to optimize poor 
NTSC signals form antenna or cable, this noise 
reduction system eliminates video noise ("snow") for 
a clean crisp image. This system detects the quality 
of the incoming video signal, and automatically 
applies the needed amount of video optimization. It 
utilizes the 3DYC comb filter to compare video fields 
and determine the existence of random luminance 
noise. Digital filters then eliminate field variances to 
clear the random noise. In addition, the sharpness 
setting is automatically optimized to best match the 
video signal quality. 




AUDIO 

SRS®WOW - creates a more enveloping sound with 
enhanced bass and better dialogue reproduction. 
This system is a combination of three unique sound 
field enhancements. SRS® 3D creates a wide three- 
dimensional sound field from two TV speakers. 
TruBass boosts bass frequency perception for more 
dramatic low frequency effects. And, FOCUS raises 
the sound image vertically to create clearer voices, 
even at lower volume levels. The combination of 
these features creates dramatically improved home 
theater sound. 




>> 



CONVENIENCE 

StableSound® - eliminates the annoyance of drastic 
volume fluctuations while changing channels or 
when channels go to a commecial break. 
StableSound® maintains television volume within a 
preset range regardless of the source signal. 
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16:9 FST PURE® Fine Pitch CRT 


x 


Wide Band Video Amplifier 


X 


Dynamic Quadruple Focus 


DFine™ (High-Speed Velocity Scan Modulation) 


X 


CrystalScan HDSC™ (all time 1 080i) 


X 


CableClear™ DNR+ 


X 


3DYC (4 MB, 10 Bit) Digital Comb Filter with 




Vertical Contour Correction 


X 


Color Temperature Control (Warm/Medium/Cool) 


X 


Black Level Expander 


X 


Movie & Sports Modes 


X 


TheaterWide® Modes (5 - Standard, Full, TW1 , TW2, TW3) 


X 


Cinema Mode (Film/Video) 


X 


Tilt Control 


X 


MTS Stereo SAP with dbx® 


X 


SRS® WOW 


X 


StableSound® 


X 


Audio Wattage (20 Watts total) 


X 


4-ltem Illuminated Universal Remote with DVD Control 


X 


Tri-Lingual Color Icon On-Screen Display 


X 


Sleep Timer 


X 


Closed Captioning 


X 


V-Chip 


X 


Channel Return 


X 


Power Return 


X 


Noise Muting 


X 


Favorite Channel 


X 


Channel Lock 


X 


Channel Labeling 


X 


Video Lock 


X 


Direct Video Input Selection 


X 


Video Labeling 


X 


Individual A/V Settings by Input Type 


X 


Inputs 




RF Input 




2 Rear A/V Input 




2 Rear S-Video Input 




2 HD ColorStream® Component Video Inputs (Y, Pb, Pr) 




Front Panel A/V/S Inputs 




HDMI™ Digital Input 


X 


Video Output 


X 


Fixed Audio Output 


X 


Product (WxHxD) 31 -1 5/1 6 x 21 


■5/8 x 22-3/16 


Weight 


119 


Stand I 


3T30W64 


UPC 022265232262 


Cabinetry Space Saving, Two Tone, Silver & Gray 



http://www.tacp.toshiba.com Customer Service: 800.631.3811 
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dbx is a registered trademark of Carillon Electronics Corporation. SRS is a 
registered trademark of SRS Labs, Inc. CableClear is a trademark of Toshiba 
America Consumer Products. ColorStream, TheaterWide and StableSound are 
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TOSHIBA 

Image is Everything.™ 



